
REJA
ANCHURA 

MÁXIMA DE 
LABOR (m)

PESO
(kg)

POTENCIA 
TRACTOR 

(CV)

BISURCO BF-220 Estándar 15-16-17-18 TIRAS/
LISAS 0,92 949 60-85

TRISURCO

TF-230

TF-230-M

TF-230-V

TF-230-R

TF-230-VR

15-16-17-18

15-16-17-18

De 14 a 19

15-16-17-18

De 14 a 19

TIRAS/
LISAS

1,37

1,37

1,44

1,37

1,44

1085

1175

1280

1178

1381

85-105

105-140

85-105

85-105

105-140

CUATRISURCO

CF-240

CF-240-M

CF-240-V

CF-240-R

CF-240-VR

15-16-17-18

15-16-17-18

De 14 a 19

15-16-17-18

De 14 a 19

TIRAS/
LISAS

1,82

1,82

1,93

1,82

1,93

1280

1400

1560

1353

1699

105-140

140-160

105-140

105-140

140-160

PENTASURCO

PF-250

PF-250-M

PF-250-V

PF-250-R

PF-250-VR

Estándar

Rasetas

Variable

Reforzado

Variable Rasetas

15-16-17-18

15-16-17-18

De 14 a 19

15-16-17-18

De 14 a 19

TIRAS/
LISAS

2,28

2,28

2,42

2,28

2,42

1372

1522

1860

1622

2032

140-165

160-180

140-165

140-165

160-200

SEXTASURCO

SF-260

SF-260-M

SF-260–V

SF-260–R

SF-260–VR

15-16-17-18

15-16-17-18

De 14 a 19

15-16-17-18

De 14 a 19

TIRAS/
LISAS

2,75

2,75

2,90

2,75

2,90

1543

1950

2090

1980

2298

165-180

180-200

165-180

165-180

180-230

HEPTASURCO

HF-270

HF-270F-M

HF-270-R

HF-270-F

Estándar

Fuera surco Rasetas

Reforzado

Fuera surco

15-16-17

15-16-17

15-16-17-18

14-15-16

TIRAS/
LISAS

3,01

3,01

3,01

3,01

2070

2280

2150

2200

180-200

200-240

180-200

180-230

OCTASURCO
OF-280-F

OF-280F-M

Fuera surco

Fuera surco Rasetas

14-15-16

14-15-16

TIRAS/
LISAS

3,20

3,20

2500

2740

200-250

240-300

ENEASURCO
EF-290-F

EF-290F-M

Fuera surco

Fuera surco Rasetas

14-15-16

14-15-16

TIRAS/
LISAS

3,42

3,42

3100

3370

240-300

300-350

LISAS 3,80 3860 300-350

5200 Series

Improving your field work

MODEL

2-FURROWS 

3-FURROWS

4-FURROWS

5-FURROWS

6-FURROWS

7-FURROWS

8-FURROWS

9-FURROWS

10-FURROWS

BF-220

TF-230

TF-230-M

TF-230-V

TF-230-R

TF-230-VR

CF-240

CF-240-M

CF-240-V

CF-240-R

CF-240-VR

PF-250

PF-250-M

PF-250-V

PF-250-R

PF-250-VR

SF-260

SF-260-M

SF-260-V

SF-260-R

SF-260-VR

HF-270

HF-270F-M

HF-270-R

HF-270-F

OF-280-F

OF-280F-M

EF-290-F

EF-290F-M

DF-2100-F

15-16-17-18

15-16-17-18

15-16-17-18

14 to 19

15-16-17-18

14 to 19

15-16-17-18

15-16-17-18

14 to 19

15-16-17-18

14 to 19

15-16-17-18

15-16-17-18

14 to 19

15-16-17-18

14 to 19

15-16-17-18

15-16-17-18

14 to 19

15-16-17-18

14 to 19

15-16-17

15-16-17

15-16-17-18

14-15-16

14-15-16

14-15-16

14-15-16

14-15-16

14-15-16

BF-220

TF-230

TF-230-M

TF-230-V

TF-230-R

TF-230-VR

CF-240

CF-240-M

CF-240-V

CF-240-R

CF-240-VR

PF-250

PF-250-M

PF-250-V

PF-250-R

PF-250-VR

SF-260

SF-260-M

SF-260-V

SF-260-R

SF-260-VR

HF-270

HF-270F-M

HF-270-R

HF-270-F

OF-280-F

OF-280F-M

EF-290-F

EF-290F-M

Smooth/
Strips.

Smooth/
Strips.

Smooth/
Strips.

Smooth/
Strips.

Smooth/
Strips.

Smooth/
Strips.

Smooth/
Strips.

DF-2100-F

0,92

1,37

1,37

1,44

1,37

1,44

1,82

1,82

1,93

1,82

1,93

2,28

2,28

2,42

2,28

2,42

2,75

2,75

2,90

2,75

2,90

3,01

3,01

3,01

3,01

3,20

3,20

3,42

3,42

3,80

949

1085

1175

1280

1178

1381

1280

1400

1560

1353

1699

1372

1522

1860

1622

2032

1372

1522

1860

1622

2032

2070

2280

2150

2200

2500

2740

3100

3370

3860

60-85

85-105

105-140

85-105

85-105

105-140

105-140

140-160

105-140

105-140

140-160

140-165

160-180

140-165

140-165

160-200

165-180

180-200

165-180

165-180

180-230

180-200

200-240

180-200

180-230

200-250

240-300

240-300

300-350

Standard

Standard

Skimmers

Adj. Working Width

Reinforced

Adj. Width Skimmers

Standard

Skimmers

Adj. Working Width

Reinforced

Adj. Width Skimmers

Standard

Skimmers

Adj. Working Width 

Reinforced

Adj. Width Skimmers.

Standard

Skimmers

Adj. Working Width 

Reinforced

Adj. Width Skimmers

Standard

On Land Skimmers 

Reinforced

On Land

On Land

On Land Skimmers

On Land

On Land Skimmers

. 300-350

WEIGHT
(KG)

Carretera Nacional II km. 337
50172 Aljafarin (Zaragoza) - Spain  
Phone number: +34 976 100 311 
fontan@aradosfontan.com 
www.aradosfontan.com

REFERENCE INCHES MOULDBO
ARDS

MAX. WORK
WIDTH

TRACTOR'S
POWER (H.P.)

On Land

Smooth/
Strips.



High under beam clearance and  
arm position.

Back rear transport wheel.

Plough's transport in a "buttefly"  
position.

position"бабочковой" позиции.

Adapt's to your
tractor's traction.

Perfect for wo-
rking on irregu-
lar plots with
obstacles.

Stable working
tempo, even on
steep slopes.

ON LAND PLOUGH MODEL

We have developped a
very light-weight and resis-
tant plough, fulfilling the
new needs of our century.

The SIMPLEST and MOST
EFFICIENT plough on the
market, allowing you to
adjust pressure depending
on your working plot.

The first mouldboard of
this new 5200 Series is
set very close to the
tractor's axis, and makes
a better use of its engi-
ne's power.

REINFORCED PLOUGH MODEL

High under beam clearance and higher beam arm
position. Bigger interbody clearance. Skimmers for

PLOUGH MODEL WITH ADJUSTABLE WORKING WIDTH

HIDRAULIC GROOVE

SKIMMERS

Since our foundation in 1962 up to this date, we have 
been offering plowing solutions for mid- and high po-
wer tractors by means of developing the best suited 
ploughs for each of our customers.

58 years after out first plough released, we are here to 
introduce to our latest and newest 5200 Series, with 
the same working philosophy as always.

PLOUGH MODEL WITH SKIMMERS

LAST BODY IS DETACHABLE

HEADSTOCKCOBER-BOARDS

high grassland and maize ploughing.





MODELO REFERENCIA PULGADAS FORMA 
REJA


ANCHURA 
MÁXIMA DE 
LABOR (m)


PESO
(kg)


POTENCIA 
TRACTOR 


(CV)


BISURCO BF-220 Estándar 15-16-17-18 TIRAS/
LISAS 0,92 949 60-85


TRISURCO


TF-230


TF-230-M


TF-230-V


TF-230-R


TF-230-VR


Estándar


Rasetas


Variable


Reforzado


Variable Rasetas


15-16-17-18


15-16-17-18


De 14 a 19


15-16-17-18


De 14 a 19


TIRAS/
LISAS


1,37


1,37


1,44


1,37


1,44


1085


1175


1280


1178


1381


85-105


105-140


85-105


85-105


105-140


CUATRISURCO


CF-240


CF-240-M


CF-240-V


CF-240-R


CF-240-VR


Estándar


Rasetas


Variable


Reforzado


Variable Rasetas


15-16-17-18


15-16-17-18


De 14 a 19


15-16-17-18


De 14 a 19


TIRAS/
LISAS


1,82


1,82


1,93


1,82


1,93


1280


1400


1560


1353


1699


105-140


140-160


105-140


105-140


140-160


PENTASURCO


PF-250


PF-250-M


PF-250-V


PF-250-R


PF-250-VR


Estándar


Rasetas


Variable


Reforzado


Variable Rasetas


15-16-17-18


15-16-17-18


De 14 a 19


15-16-17-18


De 14 a 19


TIRAS/
LISAS


2,28


2,28


2,42


2,28


2,42


1372


1522


1860


1622


2032


140-165


160-180


140-165


140-165


160-200


SEXTASURCO


SF-260


SF-260-M


SF-260–V


SF-260–R


SF-260–VR


Estándar


Rasetas


Variable


Reforzado


Variable Rasetas


15-16-17-18


15-16-17-18


De 14 a 19


15-16-17-18


De 14 a 19


TIRAS/
LISAS


2,75


2,75


2,90


2,75


2,90


1543


1950


2090


1980


2298


165-180


180-200


165-180


165-180


180-230


HEPTASURCO


HF-270


HF-270F-M


HF-270-R


HF-270-F


Estándar


Fuera surco Rasetas


Reforzado


Fuera surco


15-16-17


15-16-17


15-16-17-18


14-15-16


TIRAS/
LISAS


3,01


3,01


3,01


3,01


2070


2280


2150


2200


180-200


200-240


180-200


180-230


OCTASURCO
OF-280-F


OF-280F-M


Fuera surco


Fuera surco Rasetas


14-15-16


14-15-16


TIRAS/
LISAS


3,20


3,20


2500


2740


200-250


240-300


ENEASURCO
EF-290-F


EF-290F-M


Fuera surco


Fuera surco Rasetas


14-15-16


14-15-16


TIRAS/
LISAS


3,42


3,42


3100


3370


240-300


300-350


DECASURCO DF-2100-F Fuera surco 14-15-16 TIRAS/
LISAS 3,80 3860 300-350


Carretera Nacional II km. 337
50172 Alfajarín (Zaragoza) - España
Tel. +34 976 100 311  
fontan@aradosfontan.com
www.aradosfontan.com


Serie 5200


Mejoramos tu labor







Corredera larga. 
Rueda transporte trasera. 
Transporte posición 
mariposa.


Se adapta a 
la tracción 
disponible 
del tractor. 


Acabado 
de parcelas 
irregulares. 


Mantiene 
el ritmo 
de trabajo 
incluso 
en fuertes 
pendientes.


arado ModELo fuEra surco


Se ha obtenido un 
arado ligero pero muy 
resistente, idóneo para 
la nueva agricultura del 
siglo XXI. 


El más SIMPLE y 
EFECTIVO que hay en el 
mercado, con posibilidad 
de graduar presión 
según las necesidades 
para cada terreno.


La  primera reja de esta 
nueva serie se situa muy 
próxima al eje del tractor, 
lo cual permite un mayor 
aprovechamiento de la 
potencia.


cuErPo dEsMoNTaBLE


arado ModELo rEforZado


Ancora modelo alto. 
Mayor distancia entre cuerpos. 
Rasetas para terrenos con mucha hierba.


arado ModELo rasETas


Desde nuestros principios en el año 1962 hasta el 
presente venimos desarrollando soluciones para 
tractores de potencias medias y altas.


56 años después de nuestro primer arado, 
presentamos la serie 5200 más moderna, más eficaz, 
más rentable y con la misma filosofía de toda la vida.


arado ModELo aNcHura VarIaBLE


cuBrErrasTroJo BasE corrEdEra VarIaBLE


corrEdEra HIdrÁuLIca


rasETa





